NX-840
4-3/8” Thermal Aluminum Sliding Glass Door
Commercial CW-PG50-SD Sliding Glass Door

FEATURES
• NexGen™ Technology
• NexGen Energy Spacer™
• NexGen Thermal Barrier System™

BENEFITS
Performance and flexibility:
• Unmatched energy efficiency
• Outstanding air and water performance
• Dual color or dual finish available
• Field reversible

STANDARD PACKAGES
• Frame depth – 4-3/8”
• Equal leg or 1-1/8” nailing fin
• 7/8” insulating glass
• 1/8” clear x 5/8” airspace x 1/8” clear
• 1/8” clear x 5/8” Argon x 1/8” Low-E

PRODUCT STANDARDS
• Standard door lock with key (white or black)
• Extruded aluminum screen
• Tempered glass
• PPG DURACRON™ Paint
• Stainless steel track cover

OPTIONS
• Laminated glass
• Bronze or grey tint
• PPG DURANAR™ Paint
• Clear or dark bronze anodize
• Dual Color Colonial muntins (4 or 6 lite)
• Stainless steel rollers
• Lock (no key)

ACCESSORIES
• Trim / clip

PERFORMANCE AND SIZE LIMITATIONS

<table>
<thead>
<tr>
<th>PERFORMANCE</th>
<th>Air</th>
<th>Water</th>
<th>U-Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>.30 cfm/sf</td>
<td>10 lb.</td>
<td>0.36*</td>
<td></td>
</tr>
</tbody>
</table>

* 7/8” IGU with Soft Coat Low-E and Argon Gas

SIZING

<table>
<thead>
<tr>
<th>Config</th>
<th>Standard Sizing</th>
</tr>
</thead>
<tbody>
<tr>
<td>Config 1</td>
<td>59-5/8” x 79-5/8” (5068)</td>
</tr>
<tr>
<td></td>
<td>71-5/8” x 79-5/8” (6068)</td>
</tr>
<tr>
<td></td>
<td>95-5/8” x 79-5/8” (8068)</td>
</tr>
<tr>
<td>Config 2</td>
<td>107-3/4” x 79-5/8” (9068)</td>
</tr>
</tbody>
</table>

NOTE: Field reversible on both two and three panel doors.
NX-840 (2 PANEL)
(XO SHOWN)

TR-840 (3 PANEL)
(OXO ONLY)
SLIDE RIGHT SHOWN
(SPECIFY SLIDE DIRECTION)
COMMERCIAL SLIDING GLASS DOOR
HALF SCALE SECTIONS

1 OPERATING HEAD
2 OPERATING SILL
3 FIXED HEAD
4 FIXED SILL

STANDARD 6.75 PSF SILL SHOWN
REFER TO PAGE 4 FOR OPTIONAL SILL